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Model# MS24PL72-CCT

Sensor Ready LED Panel 2x4
Wattage & Color Selectable ORDER CODE: 11498A2

MODEL NUMBER: 
MS24PL72-CCT

WATTS: 30/40/50/60/72W

COLOR TEMPERATURE: 
2700K, 3500K, 4000K, 5000K, 
6500K

DLC® PRODUCT ID: 

S-IBSP28

LUMENS: 
3900/5200/6500/7800/9360

PRODUCT DESCRIPTION
This 2x4 LED back light design provides the flexibility to insure the correct light level 
and color temperature desired in different applications. Select from five color 
temperatures (2700K, 3500K, 4000K, 5000K, 6500K) as well as five lumen levels 
(3900/5200/6500/7800/9360) with a switch located on the driver housing. The 
lightweight housing and slim design, measures only 1.38 inches in depth. The 
integral j-box and driver housing provide ample access for easy installation. The 
fixture is constructed using stamped steel back plate that provides excellent LED 
cooling as well as contributing rigidity to the design. The interior of the fixture is 
highly reflective white powder coated. The direct illumination panel is ideal for use in 
offices, schools, healthcare facilities and other commercial applications. This 2x4 
panel features 120-277V voltage operation with an electronic driver that works with 
0 – 10 volt dimming systems. This fixture is sensor ready and accepts EarthConnect 
Blue Tooth mesh network lighting controls.
PRODUCT FEATURES
+ Color selectable: 3000K, 2700K,

4000K, 5000K, 6500K
+ Wattage selectable: 30,40,50/60/72
+ Standard 120-277V
+ 0-10V dimming provides for smooth-

control of light levels

+ UL Listed for Damp Locations
+ Direct illumination provides true

color over the life of the product
+ Compatible with EarthConnect

Network Lighting controls

Norton Shores, Michigan 49441 
T: 231.332.1188 | F: 231.726.5029 
TOLL FREE: 866.632.7840 
www.earthtronics.com

Specifications
ELECTRICAL

Watts:30/40/50/60/72

Voltage: 120-277V 

Power Factor: >0.9 THD: < 
20%
Operating Temp. Range: 

(-4˚F to 113˚F)

LIGHT
Initial Lumens: 

3900/5200/6500/7800/9360
 Lumens Per Watt: 130 

Color Temperature:2700K, 
3500K, 4000K, 5000K, 6500K

Beam Angle: 120°

AGENCY APPROVALS   UL 
Listed for Damp Locations: 
Yes
IC Rated: Yes
RoHS: Yes
FCC: Yes

DLC: Premium

PRODUCT DETAILS Housing: 

Steel die-formed back-cover 

Weight: 7.28 lbs    

Warranty: 5 Years

APPLICATION
+ Commercial Applications
+ Schools

Please consult installation instructions for proper application and use of this fixture.
*Rebate availability access it here: www.earthtronics.com/rebate-finder Rev. 5.2.25 | 11498A2

+ Office
+ Healthcare Facilities

https://www.earthtronics.com/rebate-finder/
https://www.earthtronics.com/
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47.8"

23.7”

1.38"

 Emergency Driver 
Order Code: 11617

Bluetooth® PIR 12VDC

 Panel PIR Motion Sensor 
12VDC

Order Code: IFS06R-AUX
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